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Abstract. An implant telemetry system for the simultaneous
monitoring of temperature, activity, and EKG from small animals, such as
rats, has recently been designed with the novel feature that instead of
a battery the system is energized by an inductive field. A 250 kHz
resonant coil surrounds the cage (30 x 30 x 20 cm) and provides the
approximately 100 uW of power required to operate the implant transmitter
while allowing the animal unrestrained movement in the cage. The implant
can also be battery operated if desired. RF transmission is in the
8-10 MHz band, which allows the use of a simple, essentially single IC
chip, receiver.
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introduction
The telemetry system to be described measures temperature, activity,
and EKG simultaneously from small caged animals such as rats. Many
Individual systems for temperature s and EKG and some combination u nith7
have been described previousl y , but all are battery powered. The unique
I
feature of this system is that it can be inductively powered trom a tuned
resonant coil surrounding the cage. A number of problems inherent with
battery powered systems are thus eliminated and unlimited operating life
is possible. However, inductive power has disadvantages and limitations
which must be evaluated. The transmitter design is not restr_cted to
inductive powered operation though, and can alte-natively be battery
powered with Z 2.7 to 3V lithium cell or two mercury ur silver oxide
cells if this choice is advantageous.
The system uses pulse int--rval modulation (P1M) of an 8 to 9 MHz
carrier frequencv f.i t data transmission. For temperature, the technique
of alternately sampling a thermistor (temperature transducer) and a
precision resistor as describ^.d previously
2,5 
 
is utilized in this new
system because of its inherent accuracy. After the two measurements are
converted to P1M and transmitted, the ratio between the reference
(precision resistor) and the temperature (thermistor) peri .)d is taken in
the demodulator to correct the possible modulation and transmission
errors. Since tem;erature data changes very slowly the higher frequency
EKG signal i, merely superimposed upon the temperature data.
A carrier frequency in the range of 3 to U MHz was selected since
it is satisfactory for the short operating distance required of less than
I m, and it is then possible to use a CA 3089 integrated circuit (IC)
device as almost the entire receiver which greatly simplifies this part
of the equipment. Previous temperature implants designed b y Lite first
author 2 used frequencies fn the 90 to 111 1 "ill., region. Although this
allows operation up to 15 to 20 m it is not necessar y for the 0 to 1 in
range and requires a much more complicated receiver. A r.1d io fre•quenc%,
lKF) shield can be placed aroun.i the cage to prevent radiation if
regulatory frequency assigmmcnts are of concern.
A 3V instead of a 1.35V power source for the implant makes the use
of CMOS devices and low powered analog integrated circuits possible.
'Cie higher voltage increases the battery size when such a power source
is used, but does not affect the size with inductive power. Although
a number of discrete transistors and nonactive components are required,
the maximum use of ICs reduces manufacturing costs and package size.
SYSTEM DESIGN
TT itnsm i t ter
The transmitter uses the previously developed ratio technique ,'S
for the accuraev required in temperature measurement where normal body
temperature changes are only a few degrees centigrade or less. The
technique requires a multivibrator, divide by two circuit, and switching
circuits which lend themselves ; deally to the use of digital CMOS devices.
In the original temperature and EKG designs 2.5 made over 10 years ago,
low voltage low power ICs were not available and it was necessary to use
discrete components. It is still not puss able to operate ICs at 1.35V
except for it few spec ializtki devices made for single battery watch
appl scat tons or custom It's. `
	'I'herefore, to use the standard read i I 
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.available CMOS devices, a 2.71' minimum supply 1eVe1 is recessarv. For
battery operation this would signiticantly increase the implant size,
but with the inductive operation to be described this is not a factor.
1	 The principal advantage of Ws are that they Simplify the fabrication
and lower the m.inufactur ing cost.
By combining the temperature and EK(; transmission from a single
device., a savings in size Liver using individual transmitters is
accomplished. The EKI: Signal is amplified and ac coupled to the
temperature circuit in order to modul.jte the interval between pulses
with each heart beat. Since the EKG signal is capacitor coupled it does
not interfere with the slowly changing essentially static temperature
data. the ac coupled EKG does not present any accuracy problems as
contrasted with the special care required to make useful temperature
measurements.
Figure 1 shows both a block diagram and a detailed circuit diagram
of the transmitter (implant) portion of the system. A CD 4047 CMOS
dev ice serves as the basic mu l t iv ibrator. . The oscillator period is
proportional to the RC time constant. Using a CD 4066 switch driven by
the Cl) 4047 multivibrator, a thermistor ;T) and a 500K precision resistor
R 1 are alternately connected to a common 2700 pF capacitor for timing.
The positive and negative timing cycle of a multivibrator are normally
different due to the gates having unsymmetrical trigger paints. This
variability must be eliminated to obtain a precise ratio between T and
RI' By utiing the built--in divided-h y-two hinary to drive the switches
A and H, each period r  and t., is the average of one positive and one
negative c ycle of the multivibrator as seen In Figure 2. 1'11e system
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then provides an extremely accurate measure of the rat to of R 1 to T.
For instance	 y  variatlon in the 2700 pF capacitor does not affect the i%
w
out put read hig since it is common to the t iming of both R 1 and T.
Swi t ches C and t) al low t hr amyl if led EKG signal to prov ide transient
modulation of the period. The superimposed EKC signal is ac coupled and
thus does not attect the slowl y changing static temperature measurements.
The typical system waveforms are seen in figure 2. The reference
period t  is controlled by R  C and is relatively stable except to correct
for system errors. Fhe period T,, is a function of the thermistor
temperature. The F.KG signal varies t  dynamically but has no effect on
the average value of t l . As seen in figure 2 a short pulse is generated
at the start of each transition of 4 but with two different pulse lengths
so that t  and t 2 can be identified in the demodulator. An 8 to q MHz
oscillator turned on each pulse provides the RF signal for transmission.
The duration of the two pulse lengths is set for approximatel y 50
and 100 msee durations. Period t l plus t,, is approximately 5 to 6 msec
at 37°C to provide a sample rate of around 160 samples/sec. A 50 to 60 Hz
data bandwidth is then feasible with it normal filter in the demodulator
(80 Hz theoretical maximum since two samplea per cycle are required
according to Shannon's theorem). This bandwidth, however, does not
provide all the minute high frequency EKG waveform details but is
adequate for most applications where only the heart rate is of interest.
A rat, as an example, h,i-z a normal heart rate of 5 to 6 beats per sec
(bps) with it maximum its higl. its 10 lips. A minimum frequency response of
50 to otl Itz was needed in order not to diminish the rapid t excursion of
the (IRS complex. Figure 3 shows a typical rat EKG recording with
fI
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1waveform detail. The signal to noise ratio between the QRS complex
(used for heart rate triggering) and the other lower frequency noise
components would suffer if the cut off frequency was below 50 Hz.
Conversely a higher sample rate allows a wider data bandwidth but
increases power consumption. Most of the circuit power is consumed in
the output stage with its radiating coil since the CMOS devices and other
signal conditioning require only a few microamps of current. The average
power in the output stage is reduced by transmitting only a short 50
and 100 }sec pulses at the sample rate. The average power then is
reduced by the ratio of the pulse length to the interval between pulses
or duty cycles. Since there is a minimum acceptable pulse length due to
receiver bandwidth and transmitter settling tune requirements, the use
of a minimum sample rate is desirable to lower power consumption. For
battery operation this is of vital concern. Even with inductively
powered operation. minimum power is important to allow maximum freedom
of motion. Consequently the sam p le rate is a compromise between the
above considerations. Transmitters of this same design but for
temperature measurements only can use a lower sample rate (approximately
10 to ZO samples/sec) for minimum power drain since temperature changes
slowly. Of course if a more detailed EKG waveform is important the
sample rate can be increased at the expens- of higher current drain.
Logic control of two switching transistor:: by the CD4047 provides
the long; and short pulses needed to periodically turn the output oscilla-
tor (Colpitts oscillator in the 8 to 9 MHz region) on and off. This
carrier frequency then inductively couples to the receiving pickup loop.
Since the operating distance is a small fraction of the wavelength at
6
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8 to 9 MHz, coupling is inductive and not by NF radiation. A small
cylindrically shaped ferrite core approximately 7 mm di.am  x 7 mm with
12 or so terns (L = 4 0) serves as the inductor in the oscillator tank
circuit and radiating coil.
e
Figure 4 shows the assembled transmitter potted and sealed ready
for implantation. This unit is fabricated with the necessary discrete
parts and flat pack ICs (RCA CD4047AK, CD4066AK and Siliconix 1.144CL).
Although these parts have been assembled in an extremely compact fashion,
a further reduction in size would be possible by using hybrid construction
techniques as discussed in reference 4. Ttie transmitter as fabricated
though is adequately small for implantation in 200 g or larger rats.
The main electronic package is implanted in the peritoneal cavity with
the electrodes placed in the lead II corfiguratio p across the sternum.
Carrier Frenuencv Selection
A number of factors have been instrumental in the selection of the
8 to 9 MHz carrier frequency used in this system. As in most situations
many factors enter into the final -ompromise solution. The purpose of
this design is to obtain the optimum system for use with small caged
animals where operating distances seldom exceed 1 m. For the reasons
detailed below, the 8 to 9 MHz frequency range appears to be the best
choice to meet this objective.
The simplicity of the receiver at this frequency coupled with
adequate range is probably the most significant con:;ideration. If large
numbers of animals and transmitters are to be monitored, low cost and
simplicity of the receiver is important. In the 10 MHz range it is
7
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possible to use a 10.7 MHz intermediate frequency (IF) amplifier (Standard
in FM receivers) as the complete receiver without the need for a superhet
design. Slight adjustments above and below 10.7 MHz makes it possible
to avoid interference from nearby receivers. The recent availability of
the CA 3089 integrated circuit IF system to replace the multiple IF
stag s further increases the attractiveness of this approach. As seen
in the next section, a complete receiver requires only a CA 3089 plus a
transistor and IF transformer. Inexpensive 10.7 MHz IF transformers are
readily available and are easily adjusted for use in the 8 to 13 MHz
range.
One of tht. difficulties experienced In the past  is that trans-
mitters in the 30 to 108 MHz range change as much as 1 to 2 MHz after
implantation. Because a small capacitor (typically 10 pF) is used in
the tank circuit at this frequency range, the circuit is very susceptible
to distributed capacity changes. A sizeable frequency shift will
usually occur when the transmitLer is moved from air to the implant
situation where it is surrounded by tl ,e conductive tissue and fluids of
the body. Although this effect can be compensated for by an initial
n
offset, the chat,ge is not always constant or precisely predictable.
More important small frequency changes are likely to occur over a period
of time due to the sensitivity to small capacitance changes which in
turn require periodic receiver adjustment. Such manual adjustments aad
surveillance, especially if many transmitter receivers are in use, make
24-hr automatic operation difficult without loss of data. A crystal
controlled transmitter is a possible alternative but results in increased
size and cost. This solution is also less than optimal since the output iil
8
iI stage in a (-rvstal controlled transmitter must be closely adjusted to
the crystal frequency. Thus any changes in the distributed capacity of
the tank coil circuit result in a loss of radiated power.
The susceptibility to frequency change is greatly minimized by
selecting a lower frequency (8 to 9 MHz). As seen in figure 1 the
100 pF and 470 pF in series is equivalent to approximately 80 pF in the
tank circuit so that distributed capacity effects have only slight effect
on the frequency. The receiver has only a tuned antenna and one
transformer stage with a 3 db bandwidth of approximatel,- ±300 kHz so
some transmitter drift is easily accommodated without receiver adjustment.
By having all the transmitters adjusted to the same frequenc y , trans-
mitters and receivers can be interchanged easily as needed without
adjustment. The receiver bandwidth is broad enough that the transmitter
frequencies need only be set within a range of ±100 to 200 kHz for
satisfactory operation. Of course, multiple transmitter operation set
with a broad range on the receiver and all the transmitters at the same
frequency results in some disadvantages. Namely, it is necessary to
shield between cages or possibly space them 30 to 50 cm apart to prevent
interference between signals from different animals.
The transmission distance is greatly influenced by the radiation
coil in the animal as well as the receiving coil. The larger the
radlating coil the greater will be the operating range. The constraint
on the coil dimensions is usually the Fizc of the experimental animal.
The ferrite core/coil used is more compact than an air-core coil of
equal inductance !4 uH), but either type can be used. Since the field
strength of inductive coupling diminishes as the c , ibe of distance,
9
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the operating range is very limited. RF radiation is inversely
proportional to distance ( first power) so +s much more effective for
long range transmission. To obtain effective RF radiation the coil
dimensions must approach 1/4 1, and this ne ,-essitates the use of a very
1	 high frequency for small animals. A more de'aileL . discussion of rear
and far field transmission Is given in Chapte. 10 of Biomedical Telemetry
by R. Stuart Mackay 
9. 
The same signal gene_itor and conditioner as
described above can be used with a higher carrier frequency by changing
the tank circuit values (capacitor and inductor).
	
The 88 to 108 MHz
range works well for small 	 transmitters where greater range is required
1
(see ref.	 2).	 A suitabie matching receiver must of course then be used.
It	 should ho pointed out that
	
the particular design that has been
presented	 in this article is not restricted to use in the 8 to 13 MHz
region.	 For instance a number of transmitters at different freq,iencies
within or outside of the above range can he used with more receiver
1	
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selectivity.
	 Tuning adjustments would probably also be needed in the
receiver.	 Ceramic filters (as in FM receivers) can be used to provide
I
greater selectivity and to allow closer spacing between the transmitter
frequencies.
The primary limitation in the use of the frequency band selected
is the inability to provide an effective radio transmitting antenna for
1 a small. animal.	 The inductive mode of transmission has ver y limited
range but	 is adequate for the objectives of this design.	 Modification
J
of the transmitter coil can provide some	 increase in range but beyond
i
^	 t ^ thin a i ► Lgl ►rt	 Ct eyurncy u►ust be used	 for	 eve ► 	 greater range,	 and	 the
frequency selection is then limiteu by regulatory controls.
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LReceiver
The receiver circuit for the 8 to 9 MHz pulse transmitted by the
implant is shown in figi l :e 5. The Fystem actua'_ly consists of two
separate receivers wh.)se outputs are combined to reduce the possibili-
ties of nulls. Ea_h receiver uses a ferrite red antenna arranged
orthogonaliy in the cage. The coil on the rod is tuned with a •3pacitor
to be resona: ►t at the 8 MHz transmitter frequency. A one-stage MOSFET
amplifier and an IF transformer output stage are used as a preamp. This
is followed by a CA 3089 Integrated circuit amplifier. The CA 3089
provides a number of significant functions within a single package.
It has a throes-stage amplifier with individual level detectors,
quadrature FM detector, and an audio output. Only the three stage
amplifier and level detectors are utilized since the incoming signal is
not FM. The minimum detection level is specified at 12 uV, and as each
stage limits a semilog, input-output ratio is obtained. For instance a
100,000 W provides approximately a 5V output so the device is useful
over a very wide dynamic range. In this application only the timing of
the pulses and not the amplitude '-s important. Since the final stage
In the receiver is a CA 3130 with a saturated pulse output, the nonlinear
limiting function in the CA 3089 is useful. Pin 13 of the CA 3089 is
the level detector output. This consists of a short and long pulse
(50 and 100 usec) like that generated in the transmitter and shown as
the PIM signal in figure 2.
Two receivers are used to provide more complete coverage. The signal
picked up by each receiving antenna is a function of the flux put out by
the transmitter that links the pickup coil. Since the transmitted flux
11
radiates in all directions, three dimensionally, the flux linking the
pickup coil diminishes rapidly with distance. Coupling is also a
function of the relative orientation of the two coils. Maximum coupling
is achieved when the axis of the two coils are parallel and is reduced
proportionally to the ccsine of the angle between them. Figure 6
illustrates graphically the relation between the transmit and pickup
coils and also the energizing coil. Since providing the energy to the
'mplaut is the most difficult aspect without excessive field strength,
the vertical axis is used for the 240 kHz energizing system. To minimize
interference between the high powered energizing circuit and the sensitive
receiving circuit, the axis of the receiving coils aad the energizing
coil are placed orthogonally. As a consequence the axis of the transmit
coil is normally parallel to the floor of the cage when the animal is
standing on four legs. The cosine of 45° is only 0.707 so the reduction
in signal. is minor until approaching 90°. The close location of the
pickup coils to the transmit coil provides very strong signals in the
favorable position, :nd therefore even with a cosine of 84° an adequate
10% of the signal strength would be obtained. By having two orthogonal
coils the coverage is nearly complete, and only in the unusual situation
with the animal standing on two leg: and achieving a 90° angle between
the coils would a null occur.	 third coil vertically placed with a
third receiver could be used if this were desired. A vertical oriented
coil, however, would pick up considerable 240 kHz signal and may require
more rejection of this frequency than in the present design.
Even though the energizing coil and the ; p ickup coils are placed
orthogonally, some 240 ki:z signal, L.-cause of its very great power, will
12
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Demodulator
As shown in figure 7 the variable amplitude pulse 2a and the
saturated pulse 3 are both connected to the demodulator. The circuit is
used to condition the pulse interval signal and obtain an analog output
proportional to the transmitted temperature and 1:KG. The first Three
Schmitt trigger NAND gates (Cl) 4093AE) provide a 10 tisec long pulse
delayed by 75 usec after the start of each input pulse at 3. The 75 usec
is designed to be half way between the short 50 usec and long 100 usec
transmit. pulses. Then by the use of AND logic the 10 usec pu l se appears
only at 9 when the input is a long pulse and only at 10 when a short
pulse is present. After these two outputs are obtained it is easy to
drive a binary that has the complimentar y
 outputs 13 and 5. The waveform
of Q and Q of the transmitter as shown in figure 2 has been recreated in
the demodulator;" with correct phasing to determine the period proportional
to temperature and the period proportional to the reference.
The output 5 is connected to a 0.22 pF through a 680K resistor to
obtain an average value of the square wave which is proportional to the
temperature. Since the waveform at 5 is either -6V or +6V (determined
by the power supply; the proportional period at each of the two levels
determines the average value. For instance when the reference value
equals the thermistor value the output is zero. Phis is also a useful
reference point when calibrating the transmitter since the thermistor
resistance is then precisely equal to the 500K reference resistor
(fig. 1). 'File thermistor normall y
 used in the transmitter is specified
for 500K at 37 * C so the zero output occurs approximately at the
equivalent of 37 0 t:. For temperatures above and below 37°C the voltage
14
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change depends upon the thermistor sensitivity and the gain factor in
the demodulator.
The output of the CA 3140 voltage follower is connected to a CA 3160
rate limit circuit for additional filtering. A gate controlled switch
connects to the 1 uF filter capacitance and to a high input impedance
CA 3140 voltage follower. This switch is controlled by a triple input
NAND gate that can turn the switch "of f " on command and allow long-term
data-point storage on the 1 uF capacitor. External gate control is
provided in case holding of the data to synchronize with some external
data recorder is required. A second gate connects to TP-6 which is
normally +6V but goes to -6V whenever the input signal is lost or noise
pulses come in. This action is controlled by a LM 307 integrator. The
EKG signal is recovered by gating a switch connected to the integrator 	 1 A
output that fluctuates in amplitude according to the modulation in the
transmitter. A CA 3140 connected as a voltage follower reads the levels
on a 0.22 uF capacitor. This is followed by a 50 Hz low pass filter that
eliminates any residual 160 Hz sample frequency and provides an EKG output
signal.
Tile calibration of the transmitter is carried out as follows. The
transmitter, sealed and ready for .implant is placed in a controlled
temperature bath. Readings are taken, typically at every degree
centigrade in the 35° to 40% range. Since analog gain and zero adjust-
ments in the demodulator can alter the output, a counter is connected
to TP-3 during calibration so the reference and thermistor controlled
period can be precisely measured in microseconds. This data is independent
15
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A very simple method of determining activity by measuring the field
strength of the 8 to 9 MHz transmitter signal is used. If the animal is
I	 stationary the signal strength as seen in the receiver will be constant
at some level depending upon position and orientation of the antenna
coils. Any change in position or orientation due to movement results in
a transient change in the carrier signal level. Thus one obtains an
index of activity level simply by measuring the dynamic fluctuations in
the signal level. Since the magnitude of the dynamic effects is a
function of the signal level, animal position, and orientation the
results cannot be quantified and can only be termed an index. But since
the output typically produces many hundreds of transients in a few
minutes period with normal animal movement, the statistical averaging
should provide a reliable index. The system is basically similar in
function to the microwave or ultraLonic systems, except that the genera-
tor is located in the animal and a much lower level of field strength is
required. The activity measurements in this design do not require any
additional e quipment since the necessary transmitter is already in place
for temperature and EKG measurements.
Since the transmitter only transmits the 8 MHz carrier in 50 and
100 usee pulses it is first necessary to obtain a steady voltage equal
to the pulse amplitude. In the demodulator circuit (fig. 7), the pulse
amplitude 2a from the receiver is converted to an analog voltage at TP-5.
A gating switch operated by the saturated pulse 3 provides a sample and
hold voltage on a 0.047 uF capacitor, and a CA 3140 voltage follower
provides the high impedance input and low impedance output. A NAND Rate
controlled switch allows disabling ti.: circuit either by external control
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or by signal lose detected at 'PP-6. The analog signal from 'PP-5 is then
connected to the activity circuit in figure 8. A 0.22 pF into a 1 MW
AC coupling is used to eliminate the steady signal level and amplify the
dynamic changes. A gain of 10 followed by a full wave rectifier
(absolute value) provides a signal to a CA 3160 comparator. Each time
the signal exceeds the diode plus the 0.2V bias level the CA 3160 output
goes +6V from its normal -6V level. The pulse duration is a function of
the 0.22 ljF - 1 MQ time ct, vistant and the magnitude of the dynamic change.
'through a switch connected to +6V via a 10 MQ resistor, a charge is
accumulated on the 15 uF storage capacitor. The accumulated voltage on
the capacitor is a function of the number and of the duration of the
pulses that in turn are related to the animal movement pattern. 'Phis
voltage level is measured with a CA 3140 voltage follower to provide a
low impedance analog activity output. Since the NAND gate cutout circuit
when activated will also cause a pulse, a CA 3160 operated from the gate
control 17 is connected to provide compensation. An internal timer resets
the 15 uF integrator (approx. every 5 min). This period is arbitrary
but gives approximately 1 to 2V output every 5 min when the animal is
active. Provision is also made for external reset of the integrator
for synchronization with external data logging systems.
The calibration of the system is dependent upon the coupling time
constant (0.22 uF and 1 Mi l,), circuit gain, and integrator constant.
These factors plus the nonlinear factors affecting the field strength
sensitivity, dependent upon the animal's location and orientation,
necessitates an empirical calibration. A degree of quantification is
possible by correlating the output data to some sample visual observations.
is
ki l
The accuracy of each pulse ib low, but with many hundreds of pulses
contributing to each 5 min data point (animal active) the averaging
will provide meaningful data statistically. Observations on a rat
produced 5 min readings of 0.05 to 0.3V when the animal is sleeping and
1 to 2V when active (see figs. 11 and 12). It should be pointed out
that even respiration during sleep could be observed by increasing the
circuit gain, but then any activity would cause violent excursions on
the recorder. This shows that the gain levels must be carefully
adjusted and the output calibrated empirically by visual observation.
This activity monitoring technique is usable with either battery
or inductive field operation of the transmitter, since the field strength
variations emanate from the 8 MHz transmitter implanted within the animal.
The availability of the limiting detector in the CA 3089 device simpli-
fies the implementation of this technique. On the other hand, with most
receivers field strength meters are not common and especially for pulse
amplitude modulated signals. Also the operation at 8 MHz is highly
predictable, whereas a higher frequency such as 88 to 108 MHz might prove
unsatisfactory because of the many reflection problems encountered at
the higher frequencies.
Inductive Energizer
The inductive power technique is not new, 3+6910 but normally has
i
i
`
	been utilized with an energizer unit strapped to the back of an animalb
i^	 rather than on a cage wall. Transmission of energy from the cage wall
to an animal has been reported previously by Schuder 10 . His requirement
was for as much as 50W to operate an artificial heart in a dog. The
19
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power needs were many orders of magnitude greater and the cage size was
larger. The operation principle in this case is the same but with the
smaller cage and micropowered transmitters, the power supply problems
are significantly reduced and the technique is more attractive. The need
to connect, seal, and repot a unit with new batteries after each experi-
ment is eliminated and longer experiments without the danger of battery
failure are possible. The system has been made entirely flexible allow-
ing the use of batteries, if desired, without other modification
problems because there may be occasions where the use of inductive power
is not suitable (too large a cage or the possibility of subtle physio-
logical effects). A more detailed discussion of inductive as well as
other power sources is covered in reference 3.
Figure 6 shows graphically how the energizing coil surrounds an
unrestrained animal, and powers the implant via an inductive pickup coil.
Tile pickup coil is wound so that the dAis after implant is vertical when
the animal is standing on all four legs. The energizing coil is
positioned for a vertical flux axis to allow maximum and relatively
uniform coupling in this situation. As the animal turn: and moves
around the cage approximately in the posture shown, the coupling would
remain unchanged. When the animal stands on two feet, grooms, curls
up during sleep, etc., the coil orientation will change and may reduce
the input power sufficiently to stop transmitting. But since in the
favorable mode, axis parallel, an excess power is available the trans-
mitter axis can be inclined as much as 70 to 80° and still maintain
adequate power.
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The power source for the transmitter is shown in figure 1. The
itkluct ive pickup coil consists of approximately 100 turn:: wound around a
1 mm diam x 7 mgt long ferrite core. l'his coil is resonated at 240 kHz
with n 2000 pl' capacitor. 	 1'he nr voltai;e is reflect rd :ut,l re I tatcd at
approximately 3V by a D30A-3 transistor and a 1'D 6202 zener regulator
d iode. 'rhe transistor acts as a shunt load on the coil. A shunt type,
regulator can be used because the coil voltage is sensitive to loading;
I
(high impedance source). When more pelwe , r is inductively coupled than
needed by the transmitter, excess power is dissipated in the transistor.
As the energizing flux is reduced and the voltage drops below the 3V
t
1 regulat tor point, chtnges such as pulse width occur. tiincr this causes,
problems in the demodulator, al second D30A3 transistor has been incorpo-
rated in the power supply to provide a -;harp cut out when the B+ is less
i
j	 than ?.7V. The coil, regulator, and associated parts are the replace-
ment for a 3V batter.' source.
The energizing circuit for the system is shown in figure 9. The
circuit is merely a 240 kHz oscillator circuit with a medium power output
t	 transistor. A cr ystal controlled transmitter has been used so that the
I tuning of the transmitter aiki pick up coil will be stable an.i predictable.
Otherwise the tise of crystal Control is not necessary and an 1.0 controlled
oscillator could he substttuted. 'rhe power output stage uses a Motorola
MP54104 medium power transistor w i ! h a 180V 
CFO' 
1 A 1 0 6 and a 111W m;1X i1»t1t»
f
Power rating. The device also has an f t rattng of 50 MHz so provides
high gain and eff iciency at 240 kHz. The typical X current drain is
100 nLN with a tank cirk • uit capacitor and coi l. as shown. 1'lte transistor
i
I
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operates in the Class C Mode, on less than 20% duty cycle so the
dissipation in the transistor is low.
1
The animal is housed in a plastic calve with the surrounding
energizing coil as seen in the photo figure 10. The cage could be
rectangular or any other shape, either larger or smaller than the one
illustrated, as long as a suitable resonant coil with adequate flux
density is generated. The following is a calculation of the flux
density for the example shown.
freq = 240 kHz
and
w = 1.507 x 106
C - 0.05 uF
1 
= 1	 - 13.352
wC	 1.507 x 0.05
If the transistor is adjusted to provide maximum drive, the peak-to-peak
voltage swing across the coil and capacitor will be nearly twice
the power supply minus a few volts. The peak current in the coil is
2.5 A for a 1 34V swing. This current is much larger than the 100 MA
average DC supply current because of the resonant circuit with low power
loss. The 2.5 A current in a 3 turn 25 cm rliam coil translates into the
following flux density.
0.2 N1
H	
-gilberts/ccn
	r 
amp	 potential gradient
m
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The tlux density in gauss is numericall y
 equal to the free space maguctic
potential grad ivnt in gilberts/can so
0.2 NI
B	
=__ and,.
vauss
	 r
cm
'	 At the coil center,
B - (0.2)(3)(2.5) - 0.12 gauss or 1.2 x 10-5 webers/m ` rain wt.(1,21)
Near the edge of the coil. 2.5 cm in, the density would he as follows.
B - (0 ' 2) ( 3 5 ( ` .5) - 0.6 gauss or 6 x 10 5 webers/m 2 sin wt.
Here H equals magnetic field intensity — gilberts/cm, B equals
magnetic flux density — gauss or webers/m ` . N equals number of turns
i
in coil, I equals circulating current amps, and r equals coil radius cm.
Since the earth's magnetic field is approximately 3 x 10 -5 webers/m2.
p	 the above levels of flux density are not expected to cause any unusual
physiological effects and none were evident in preliminar y tests.
Specific experimental protocol ma y require more detailed tests in the
I
I
future. Since the transmitter is designed for either inductive or hattery
operation any doubt about magnetic field effects on an experiment can
}	 he readily determined by battery operation with and without an energizing
1+	 f ield.
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The size aixi shape of the .e nergizing coil can be changed as long as
the tank is retuned and adequate flux is obtained for transmitter
operation. Also the power supply to the output stage can be increased
beyond 36V for greater flux density if desired. It is essential that
metal cages, cage floors, shields, etc., be removed from the vicinity
:since they can reduce the Q of the tank circuit. Any conductive metal
that forms a short circuit in the vicinity is especially detrimental.
To verify that problem materials are not in the vicinity the ac voltage
level across the coil should be measured to see that its peak to peak
C
value is approximately twice the power supply voltage. Small power
losses can bo made up b y increasing the drive to the transistor. It is
especially important that if a shield is to be used that it be spaced
at least one radius away from the coil so as not to reduce the Q.
Al t-hough this design describes a combination temperature -- EKG
transmitter, units with temperature alone have been built and utilized
more extensively to .late. Except for the EKG amplifier and modulation
all the transmitter, demodulator, receiver, and energizer -ircuitry is
t
identical. One additional problem observed with the F.KG unit is the
flux changes in the EKG lead wires with rapid animal motion which
translates into a base line shift. Of course if the motion is slow the
voltage change is below the f r equency response needed for EKG measure—
m0nts. A 47K Input resistor and 2?a hF bypass capacitor were incorporated
in the F.KG amplifier input to minimize this effect. Also it is desirable
to place the EKG leads close together in order to intercept as little
flux as possible.
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RESULTS
The system that has been described has been used to monitor rats
which are housed in a cage as seen in figure 10. A plexiglass cage is
used because metabolic measurements were made by sampling the inspired-
expired gases, in addition to temperature, activity, and heart rate.
This of course re3uired a sealed chamber, but any kind of cage that is
not metallic can be used. Figure 11 is a 2-hr recording showing a
typical example of spontaneous activity by the animal and concurrent
changes in temperature and heart rate. Fhe :heart rate is derived from
the EKG signal and it can be noted that during the sustained activity
there are frequent loss of heart rate data (recording saturated negatively).
Some of this may be due to a loss in energizing the transmitter induc-
tively or nulling o: the data signal, but more likely it is a failu.- ,: of
the heart rate meter to accommodate to various EKG signal changes. The
cause of bad data may be varied, but as yet has not been specifically
identified. The difficulties occur primarily during activity and failure
of the heart rate meter is most likely. This was a quickly assemb)cd
detector circuit that can be refined in the future. The bad data all
goes negative and is quite easily discernible so that an envelope of tLe
positive readings will give a good approximaciuu of the data. 1h,ring
the sample interval the heart rate ranged from approximately 300 to
400 bpm.
The field strength has been included to the record to show !LO
characteristics and how the activity data is derived. With the sustained
activity (heart rate increasing to 400 bpm) the field strength is very
I
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unstable. In 014- second half of the record with heart rate down and
temperature decreasing, we see that the field strength will stay at
different levels for periods of many minutes. By taking the dynanic
fluctuation of the field strength as described in the section on
activity and connecting them to a comparator, the number of zero
crossing can be obtained. These pulses are then connected to an
integrator that is reset approximately every 5 min for accumulation.
The activity recording then shows this accumulation. The large degree
of activity in the first hour and the greatly reduced activity in the
second hour can be easily discerned. A longer 16-hr data sample is
shown in figure 12. The field strength record is not shown here. Again
certain periods in the heart rate must be extrapolated due to the lack
of refinement in the heart rate meter.
1 ^
St ARY
The system that has been described is an ui ate of the miniature
temperature and EKii transmitters designed over ten years ago. Low power
CMOS ICs have been incorporated not only for their size advantage but
because they significantly reduce fabrication cost. A unique feature
of the system is the use of inductively coupled power to the transmitter
that removes the limitations inherent with batteries. The functions
of EKG and temperature are transmitted via a single RF l ink from the
implant device.
The system is designed to use a very simple receiver in the 9 to
13 MHz region. The rece_'„er consists essentially of one preamp
transistor and an integrated circuit IF amplifier operating by direct
26
r
i
k
t i T
amplification without superhetrodyning. The -iwplicit'., of the receiver
makes it possible to mount two of them on one PC board and provide
diversity receiving to overcame antenna nulls. the IC receiver chip
also provides a signal strength output that ha y m:rele possible the
measurement of activity without additional transmitter complications.
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The use of hybrid fabrication could reduce the physical size. 
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Demod~lator c i rcuit for the conversion of the coded data (PIM) 
to an analog temperature and EKG output. 
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- Ie ~ + 
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Fig. 8. Circuit for obtaining an index of animal activity. 
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Fig. 12. A 16-hr record~ng trom a rat. A - heart rat e ; B - activi~y index ; C - temperature. 
Negative s a tura ted hea~t-rate signalti primarily during activity are due to r a t e 
met~r malfutlction. 
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